TECHNICAL DATA

PLS 180 Red an(i

Continuous Line Laser

PLS

PLS | asers provide bright, cri:
l'ines, for quick and accurate |
for contractors. Now more rug:
protective drop sleeve tested
drop. PLS tools were developed
fessional carpenters with over
commercial and residenti al i nt

PLS continuous |line | asers | eviq
at 10 meters (1/8 inch at- 30 f
|l eveling gimbal gives you accu
l'ines almost instantly: long a
come a thing of past.

Product Overview

T Rugged design withstands r ouc
job site; drop tested to 1 me

T I'ncludes magnetic wall bracke
mounting

1 Sed Bveling,ahdr Vv eotoisesh |l i ne |
ser |l evel for rapid, accurat e

f Accurate to 3 mm at 10 met er ¢

1T Green |l aser for improved visi
ouphi gandtjngndnstuheegdobor | oncg
(PLS 180 green only)
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SPECIFICATIONS

Light sour Semi conductor | aser diode
Leveling r O 6A
Leveling Aut omati c
Wor ki ng ra +/{200 Feet (61 meters) w/ SLD D
Accur acy +/1/ 8 inch @ 33nMm F@ elt0 (me/t er s)
Bislt}e Batter 3 x AA Al kaline | EC
i f e
Red O3Bbours, continuous use with si
Gr een 2 hours to 6 hours, continuous us
Di mensi ons ( 3 .20. 2x8a 50
Wei ght (with 1. 71 bs (.77kg.)
Tempel Operat -18 AC to +50 AC
EIE Storag 40 AC to +70 AC
With bafP0eACeso +50 AC
Relative huy O % to 90 % (0 AC to 35 AC) O % to 75 ¢
to 50 AC)
Altitude Op 2000 m
Storage 12 000 m
Warranty 3 years
Safety
Gener al | EC 6-101@®0!l |l ution Degree 2
Laser | EC 6-082F&| ass 2
Max output <5 mW
Wavel engt | Red: 635 nm Green: 510 nm

2 Pacific Laser Systems PLS 180 Datasheet



" PLS

A Fluke Brand

Electromagnetic Compatibility (EMC)

International IEC 61326: Industrial Electromagnetic Environment CISPR 11: Group 1, Class A

Group 1: Equipment has intentionally generated and/or uses condoetipédyl radio frequency energy that is necessary for the
internal function of the equipment itself.

Class A: Equipment is suitable for use in all establishments other than domestic and those directly connesteltaigpeadomer
supply network that supplies buildings used for domestic purposes. There may be potential difficulties in ensuringedlectromag
compatibility in other environments due to conducted and radiated disturbances.

Korea (KCC) Class A Equipment (Industrial Broadcasting & Communication Equipment)

Class A: Equipment meets requirements for industrial electromagnetic wave equipment and the seller or user shouddlitake notice
This equipment is intended for use in business environments and not to be used in homes.

USA (FCC) 47 CFR 15 subpart B. This product is considered an exempt device per clause 15.103.
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4914018 PLS-60521N PLS 180 Red Tool
PLS 180 Red System w/
4914029 PLS-60522N SLD Fluke Corporation
4914052 PLS-60596N PLS 180 Green Tool PO Box 9090, Everett, WA 98206 U.S.A.
PLS 180 Green System w/ Fluke Europe
4914076 PLS-60619N Green SLD
B.V.PO Box 1186, 5602 BD Eindhoven, The Netherlands
21 1@ Lb ¢19 . h-K For more information call:
t [ { M y2-fine las& lRvel with drop sleeve, carrying pouch, wall In the U.S.A. (800) 58533 or Fax (425) 446

bracket, user manual and protective case .
. Email:plslaser.orders@fluke.com

t [ { ™y 2-linBIN&s I8v¢l with drop sleeve, carrying pouch, wall
bracket, user manual and protective case

In Europe+31 (0) 40 2675 200 or Fax +31 (0) 40 2675 222In

Canada (803pFLUKE

t [ { M y2-fine las& lRvel system with drop sleeve, carrying pouch,

] Web accessttp://www.plslaser.com
wall bracket, red SLD detector, user manual and protective case

©2017 Fluke Corporati@pecifications subject to change

t [ { ™y 2-linBIAds I8vy¢l with drop sleeve, carrying pouch, wall : )
without notice.

bracket, green SLD detector, user manual and protective case
Modification of this document is not permitted without written
permission from Fluke Corporation.
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